
GLOBAL  
HD 4-PLY  
DISCHARGE HOSE

Application:  Heavy Duty use in irrigation, agriculture,  
         general watering, dewatering, drainage,  
          pump discharge, floatation booms, cable 
          covering, industrial wash down and  
           general discharge applications.
Tube:           Black Nitrile Rubber, PVC Blend, oil resistant 
  tube
Reinforcement:  Polyester
Cover:    Black Ribbed Nitrile rubber cover
Temperature: -20°F to 176°F
Fittings:   Global QD, Camlock, NPT

PART NUMBER DESCRIPTION PSI RATING

602008000000 3” X 50’ GLOBAL BLACK HD 4 PLY DISCHARGE HOSE 150

602039000000 4” X 50’ GLOBAL BLACK HD 4 PLY DISCHARGE HOSE 150

602070000000 6” X 50’ GLOBAL BLACK HD 4 PLY DISCHARGE HOSE 150

602101000000 8” X 50’ GLOBAL BLACK HD 4 PLY DISCHARGE HOSE 150

602133000000 12” X 50’ GLOBAL BLACK HD 4 PLY DISCHARGE HOSE 150

601762000000 3” X 50’ CAM LOCK BLACK HD 4 PLY DISCHARGE HOSE 150

601793000000 4” X 50’ CAM LOCK BLACK HD 4 PLY DISCHARGE HOSE 150

601824000000 6” X 50’ CAM LOCK BLACK HD 4 PLY DISCHARGE HOSE 150

601855000000 8” X 50’ CAM LOCK BLACK HD 4 PLY DISCHARGE HOSE 150
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