
GLOBAL  
SS CHEMICAL HOSE

Application:  A lightweight flexible chemical transfer hose  
  designed for almost every common industrial  
  chemical used in industry today. Non-staining  
  UHMW tube.
Tube:  Clear Ultra High Molecular Weight  
  polyethylene
Reinforcement: Multiple plies of high tensile textile with  
  dual helix.
Cover:  Green abrasion resistant EPDM.
Temperature: up to -40°F to +250°F
Fittings:  Global QD, Camlock, NPT

PART NUMBER DESCRIPTION PSI RATING

601907 2” X 10’ GLOBAL SS CHEMHOSE 200

601911 3” X 10’ GLOBAL  SS CHEMHOSE 150

601915 4” X 10’ GLOBAL  SS CHEMHOSE 100

601919 6” X 10’ GLOBAL  SS CHEMHOSE 75

601923 8” X 10’ GLOBAL  SS CHEMHOSE 50

601909 2” X 20’ GLOBAL  SS CHEMHOSE 200

601913 3” X 20’ GLOBAL  SS CHEMHOSE 150

601917 4” X 20’ GLOBAL  SS CHEMHOSE 100

601921 6” X 20’ GLOBAL  SS CHEMHOSE 75

601925 8” X 20’ GLOBAL  SS CHEMHOSE 50

ID  
INCHES

OD 
INCHES

BEND 
RADIUS AT 
72⁰F inches

WEIGHT 
lbs./ft

2 2.58 8.0 1.90

3 3.61 16.0 2.70

4 4.61 24.0 5.50

6 7.07 30.0 8.40

8 9.40 30.0 11.0
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